Environmental Protection Agency

wastewater pollutants to navigable wa-
ters.

§415.123 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the
application of the best available
technology economically achievable
(BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable (BAT): There
shall be no discharge of process waste-
water pollutants to navigable waters.

§415.124 Pretreatment standards for
existing sources (PSES).

Except as provided in 40 CFR 403.7
and 403.13, any existing source subject
to this subpart which introduces pol-
lutants into a publicly owned treat-
ment works must comply with 40 CFR
part 403 and achieve the following
pretreatment standards for existing
sources (PSES):

SUBPART L—POTASSIUM DICHROMATE

PSES limitations

Average of
Pollutant or pollutant property Maximum for | daily v%lues
any 1 day for 30 con-

secutive days

Milligrams per liter (mg/l)

Hexavalent chromium ............ 0.25 0.090
Total chromium ..........ccceenne 3.0 1.0
§415.125 New source performance

standards (NSPS).

Any new source subject to this sub-
part must achieve the following new
source performance standards (NSPS):
There shall be no discharge of process
wastewater pollutants to navigable wa-
ters.

§415.126 Pretreatment standards for
new sources (PSNS).

Except as provided in §403.7, any new
source subject to this subpart which in-
troduces pollutants into a publicly
owned treatment works must comply
with 40 CFR part 403 and achieve the
following pretreatment standards for

§415.132

new sources (PSNS): There shall be no
discharge of process wastewater pollut-
ants to navigable waters.

Subpart M—Potassium Sulfate
Production Subcategory

§415.130 Applicability; description of
the potassium sulfate production
subcategory.

The provisions of this subpart are ap-
plicable to discharges resulting from
the production of potassium sulfate.

§415.131 Specialized definitions. [Re-
served]

§415.132 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the
application of the best practicable
control technology currently avail-
able (BPT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):

(a) Subject to the provisions of para-
graphs (b), (c), and (d) of this section,
there shall be no discharge of process
wastewater pollutants into navigable
waters.

(b) A process wastewater impound-
ment which is designed, constructed
and operated so as to contain the pre-
cipitation from the 10-year, 24-hour
rainfall event as established by the Na-
tional Climatic Center, National Oce-
anic and Atmospheric Administration
for the area in which such impound-
ment is located may discharge that
volume of process wastewater which is
equivalent to the volume of precipita-
tion that falls within the impoundment
in excess of that attributable to the 10-
year, 24-hour rainfall event, when such
event occurs.

(c) During any calendar month there
may be discharged from a process
wastewater impoundment either a vol-
ume of process wastewater equal to the
difference between the precipitation
for that month that falls within the
impoundment and the evaporation for
that month, or, if greater, a volume of
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